




PAINT APPLICATION:
* 2˝ MiraTEC Trim is primed on 3 sides.

1. Prime all exposed field-cut edges of exterior Trim and also topcoat those edges which will be exposed to the weather.  Use a high 
quality exterior primer formulated for use on composite wood.  All cut or raw edges should be primed within 30 days of installation.

2. Coat all exposed surfaces including the bottom edge. 

3. Finish MiraTEC Trim with two coats of paint within 90 days after installation. If, due to unforeseen circumstances, the material 
is not painted within 90 days, reprime the Trim using an exterior primer that is specifically recommended for use on composite 
wood products and is compatible with the topcoat to be used.  Use the same primer for repair of any damage to the original 
factory applied primer.

4. A total field-applied dry film paint thickness of a minimum of 2-1/2 mils is required on MiraTEC Trim. This 
requires the application of two or more unthinned coats of paint at the spread rate recommended by the paint manufacturer. 
Note: The paint manufacturer may require a primer and topcoat combination. Follow all paint manufactur-
ers’ recommendations.

5. Paint performance can be impacted by ambient temperature and time of day the paint is applied. Contact the paint manu-
facturer for specific instructions on applying the coating for maximum results. Most companies can be contacted via a toll free 
number or website for specific information. Consult your retail store for information.

CMI is not responsible for the performance of field applied finishes. Finish performance is dependent upon coat-
ing quality and application methods.  These factors are controlled by the finish manufacturer and applicator.

BOARD AND BATTEN APPLICATION 
MiraTEC is not approved for use as a cladding or siding product.  However, it is acceptable for MiraTEC to be used as battens in 
a Board and Batten application.  MiraTEC can be applied directly on top of the board material, including but not limited to:  wood 
fiber cement products, wood composites, and other wood products.  CMI recommends using 3˝ MiraTEC or wider for battens.

•	 Battens should fall over framing members.  Nailing pattern should be 12˝ 
O.C., staggered pattern.  Nails should be of sufficient length to have 1 ½˝ 
penetration into the framing member with a minimum of a 3/16˝ head.

•	 Vertical battens do not need to be caulked.  The board butt joint 
behind the batten should be treated per the siding manufacturers’ 
recommendations.

•	 Battens can also be screwed into boards and sheathing, preferably over 
framing members.  Screw type should be a minimum of a 6 mm head 
with full thread penetration into the board or minimum of ¾˝ into 
framing member.  Screw pattern should be 12˝ O.C., staggered pattern.

•	 A combination of nails and glue can also be used to fasten MiraTEC 
battens.  See information under the section on adhesives. 

•	 All 3 exposed faces on the batten need to be primed and painted.

•	 Treat all other applications per our instructions, such as inside and 
outside corners, butt joints, horizontal applications, etc.
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IMPORTANT: Read and understand all application instructions before installing material. The statements expressed in this technical bulletin are the recommendations for the applica-
tion of the products as outlined and illustrated under normal conditions of installation. CMI is a manufacturer of building materials. It does not practice architecture or engineering. 
The recommendations provided in this bulletin represent our best judgement based on our experience to date with normal applications. These instructions supplement standard 
building practices and building code requirements; they are not to be deemed exclusive or exclusionary of these practices and requirements. Unless prior approval is obtained in 
writing from the Product Performance Department of CMI, PO Box 311, Towanda, PA 18848, any deviation from these recommended procedures shall be at risk of the installers.

These application instructions are the minimum requirements for the storage, application, and finishing of the trim products manufactured by CMI. Where building code require-
ments or standards are more restrictive, the applicable regulations must be followed. Consult your local Representative or the Product Performance Department for conditions 
not covered by this bulletin. All drawings are shown for illustration purposes only and are not to scale. Adequate design and bracing of the walls, as well as compliance with these 
application instructions, are the responsibility of the architect, builder, applicator and painter.

Machining:
MiraTEC Trim can be grooved or machined to produce a variety of decorative applica-
tions. The machined profile should not compromise the physical integrity of the board or 
induce cracking or splitting of the product. Routed or grooved Trim should not have any 
flat surfaces where water can accumulate. Maintain an angle of at least 100 degrees from 
the vertical to provide positive drainage and to prevent moisture from standing on the 
surface. Re-prime all machined areas with a high quality exterior oil or acrylic latex primer 
formulated for composite wood. CMI recommends using an oil-based primer.

Storage:
Cover when stored outside. Keep MiraTEC Trim off the 
ground and dry. Excessive moisture pickup from improp-
er storage may affect the performance of MiraTEC Trim. 
Do not stack material in excess of 3 units high.

For job site storage, the material should be placed on 
stringers and covered, preferably on concrete, asphalt, or 
similar surface. For all other instances, a tarp should be 
placed over the ground cover underneath the stringers, 
with the material still under cover. 

Typical trim uses:
MiraTEC Trim can be used in a variety of applications as noted below.
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Soffit

Frieze Board

Fascia

Belly Band or Band Board 

Window & Door Trim

Corner Board

Rake Board or Shingle Mold

Ground Tarp

Tarp to cover
MiraTEC

MiraTEC Trim




